EC 22 222 mm, brushless, 240 watt

Heavy Duty - for applications in oil
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I Stock program
[ Standard program
Special program (on request)

Part Numbers

A with Hall Sensors

90.5 max.
mil Hallsensoren / with Hall sensors

| 50 410

Kabellaenge ab Mofor
cable length from motor

426450

B sensorless

Motor Data

Values atnominalvoltage andambienttemperature °C 25
1 Nominal voltage v 48
2 No load speed mm 12900
3 No load current mA 384
4 Nominal speed’ pm 8410
5 Nominal torque (max. continuous torque)” miNm 149
6 MNominal current (max. continuous current) A 448
7 Stall torque miNm 460
8 Stall current A 134
9 Max. efficiency % n

Characteristics

10 Terminal resistance phase to phase Q 359

11 Terminal inductance phase to phase mH 0.626

12 Torgue constant miNm/A 344

13 Speed constant pm'V 278

14 Speed/ torque gradient rpm/mNm 29

15 Mechanical time constant ms 23

16 Rotor inertia gem® 763

¥ Values in thermal steady state.
Specifications

Operating Range

426451

100 150 200
48 48 48
13400 13600 13800
77 183 188
8510 9130 10600
120 922 558
361 288 186
346 205 256
103 8.98 793
77 75 73
464 535 605
0626 0626 0626
335 329 323
286 290 296
395 472 55.4
316 377 443
763 763 763
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